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Owners Manual
Outdoor Bottle Filler Foot Pedal Accessory  

For Use On Following Series Fountains With Floor Mount Base

Installer
To assure you install this accessory easily and correctly, PLEASE READ THESE SIMPLE
INSTRUCTIONS BEFORE STARTING THE INSTALLATION. CHECK YOUR INSTALLATION 
FOR COMPLIANCE WITH PLUMBING, ELECTRICAL AND OTHER APPLICABLE CODES. 

Elkay Series:
LK4400BF
LK4420BF1U
LK4420BF1UDB

Halsey Taylor: 
4400BF
4420BF1U
4420BF1UDB
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INSTALLATION INSTRUCTIONS

Fig.1

Fig.2

Fig.3

Fig.4
Note: See Fig.6 and Fig.8 for Details A, B, C and D

TOOLS REQUIRED (NOT PROVIDED)
1) Gloves
2) Safety Glasses
3) Tubing Cutter
4) Utility knife
5) Bit holder

11) Turn on the main water supply. Check for leaks and ensure 
proper function of foot pedal and existing push button. If there 
are leaks, turn off the water supply and correct the water 
leaks as required.

 
12) After ensuring that all connections are leak free, 

leave the main water supply on and install the upper  
access panel with its 4 screws. Use the T-27 torx head bit 
and a bit holder to tighten. See Fig.7.

13) Secure the foot pedal body to the fountain body with the 4 
screws provided. Use the T-27 torx head bit holder to tighten. 
See Fig.5.

14) Installation of foot pedal is complete.

1)	Shut off the water to the fountain. Press the push button(s) 
to relieve the remaining water pressure from the unit.

2) Using the supplied T-27 torx head bit and a bit holder, remove 
all 8 screws securing the upper and lower access panels 
located on the side of the fountain. See Fig.7 and 5.

    Note: Foot pedal will replace the lower access panel.

3) Through the lower access panel opening, Locate the 3/8" 
water inlet copper tube at the bottom of the fountain and cut it, 
leaving enough on both sides to insert the supplied 3/8" Tee.

4)	Take one of the 3/8'' Tees and insert the copper tube,  
in-line strainer and 6'' of the ¼'' poly tubing as shown. After  
assembled, attach the 3/8" Tee to the 3/8" water inlet  
copper tubing where it was cut in Step 3. See Fig.1 and 6.

5)	Take the ¼'' poly tubing from the water line assembly and 
insert into the inlet side of the regulator on the foot pedal.  
See Fig.2 and 6.

6)	Take the remaining supplied 3/8'' Tee and connect 
one end of the 3/8'' poly tubing into it as shown.  
See Fig.3 and 8.

7) Slide the black insulation onto the 3/8" poly tubing and then 
cut off remaining insulation at the end of the tubing. 

8) Connect the 3/8" poly tubing to the 3/8'' x ¼'' fitting. Cut 
another ¼'' poly tubing to 6 inches and then insert into the 
open end of the fitting. See Fig.4 and 6.

9)	Looking into the fountain from the upper access pan-
el, Locate the 3/8" water line leading from the bottle 
filler push button to the bottle filler; cut it, leaving the 
enough on both sides to insert the supplied 3/8" Tee.  
See Fig.3, 7 and 8.

10) Place the 3/8" poly tubing inside the fountain body and 
arrange it to be accessible from the lower access open-
ing. Take the ¼'' poly tubing and insert it into the regulator. 
See Fig.6.
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Detail D

	 CAUTION: This fountain is rated for inlet water pressure of 20-105 PSI. A pressure reducing regulator should be used if the 	
	 inlet water supply exceeds 105 PSI. Any damage caused by reason of connecting this product to supply line pressures 	
	 lower than 20 PSI or higher than 105 PSI is not covered by warranty.
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DESCRIPTION

1
2
3
4
5
6
7
8
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13
14

ASSY, 4481 FP FOOT ACTIVATION
WASHR-SPACER 2.00 O.D.
NUT-HEX 1-5/16"
REGULATOR  ASSY - HIGH FLOW WRAS
SLEEVE - PUSH BUTTON GUIDE
BUTTON - PUSH W/O HOLE
TUBE-POLY 1/4X.040 WALL
STRAINER-IN LINE WRAS
TUBE-CU 3/8 X 4.75 (1-P117)
FTTNG TEE - 3/8
FTTNG-UNION-3/8 X 1/4 UNION
TUBE-POLY 3/8X.062 WALL
SCREW-CAP #6-32 
INSULATOR-TUBE 3/8-3/16 BULK

ITEM 
NO. 

Parts List
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Foot Pedal Exploded View

4

 
DESCRIPTION

15 
 

16

 
4481FP - OUTDOOR FOUNTAIN FOOT 
ACTIVATION - PUSH BUTTON SERVICE KIT 
4481FP - OUTDOOR FOUNTAIN FOOT 
ACTIVATION - REGULATOR SERVICE KIT

ITEM 
NO. 

Replacement Parts List

FOR PARTS, CONTACT YOUR LOCAL DISTRIBUTOR OR CALL 1.800.834.4816
REPAIR SERVICE INFORMATION TOLL FREE NUMBER 1.800.260.6640 
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